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BASIC -ABSTRACT: 

The protective structure includes one or more arcuate members adapted 
to circumscribe an intermediate portion of the vehicle. A mounting 
device mounts the protective structure to the vehicle. The arcuate 
members are shaped and arranged such that, in use when fitted to a 
vehicle, the vehicle may be moved from a rolled position to an 
upright position by force of the occupant. 
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At least two spaced apart arcuate members, which lie in use in the 
forward planes of the vehicle extend in the direction of travel. The 
forward planes diverge away from the vehicle. At least one arcuate 
member lies, in a plane extending laterally of the direction of travel 
of the vehicle. The lateral members are welded to the longitudinal 
members and mounted to the vehicle on brackets . 

USE /ADVANTAGE - Esp. for use on four wheeled ffBBRHSHSSHS . Allows the 
vehicle to be righted, after a roll, by one person 

CHOSEN- Dwg.1/1 
DRAWING: 

TITLE-TERMS: PROTECT STRUCTURE VEHICLE ROLL BAR COMPRISE ARCUATE 

MEMBER EXTEND LATERAL LONGITUDE ATTACH VEHICLE BRACKET 
MEMBER 

ADDL- QUAD 
INDEXING - 
TERMS : 

DERWENT- CLASS: Q17 Q23 
SECONDARY- ACC -NO : 

Non-CPI Secondary Accession Numbers: N1996-151509 



10/12/2005, EAST Version: 2.0.1.4 



<~ 




10/12/2005, EAST Version: 2.0.1.4 



